lllinois Department Page 1 of 2
of Transportation SOIL BORING LOG
Cectoen Engloonivg Date _12(27/10_
Municipal Street 6380
ROUTE 4th St) DESCRIPTION 4th Street over Unnamed Creek LOGGED BY P
SECTION 89-00027-00-BR LOCATION _, SEC. 21, TWP. 8S, RNG. 7E, 3" PM,
Latitude , Longitude
COUNTY Saline DRILLING METHOD HSA HAMMER TYPE AUTO
STRUCT. NO. 0836008 D] B | U | M |suface Water Elev. ft |D| B UM
Station 9+03.00 Ej L] C | Ol streamBedElev. a7s60_ft |E(L | C| O
Pl O s 1 Pl O S 1
BORING NO. AN T|w $ |l Groundwater Elev.: Tl W s
Station 846343 H| S | Qu| T | FirstEncounter 3529 fty (H| S [Qu} T
Offset 31, Upon Completion 3549 ft\
Ground Surface Elev. ft | (ft)] (6"} | (tsf) | (%) || After_24 _Hrs. 3755 Yy |(f)) (16"} ({tsf} | (%)
Brown TOPSOIL 381.34 1 Siff, Brown to Reddish Brown, 2
”””””””” STV A AY T T T 2 15 || SILTY CLAY LOAM with 3 144 20
Soft, Brown, Moist, SILTY CLAY 380.44 1 Sandstone Fragments (confinued) /1 9 B
[Softto Firm, Moist, CLAY SILT |
LLOAM | | .. _035944
4 Very Stiff, Gray to Dark Gray, 1
3 | 05| 27 | CLAY SHALE 141776 14
2|8 114 B
) 25|
2 2
_ 2 jos6|26| 35504 714726
Y1218 STIFF, Black, Friable, COAL 18 |8
N
- 4. 1.3 -
Firm, Brown, Moist, SILTY CLAY 2 4
LOAM VIS8 |26 15
Tl 4B y |50
b 37104 -0 3]
Firm, Brown to Gray, Moist, SILTY 1 20
CLAY LOAM 2 121} 23 15 13
1 3 B I ]
b 30994 —
Firm fo Stiff, brown to gray, SILTY i
CLAY LOAM with Sand Lenses 2 50
BEREREA 7
618 e TS
_ Borehole continued with rock ]
-15 coring. .35
=, 235
2TTE 23 ]
— 35 ]
b 364 ]
Stiff, Brown to Reddish Brown, 1
SILTY CLAY LOAM with 326 | 22 ]
Sandstone Fragments 16 |8 7
20| 40
The Ui d Ci St

pl
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206

gth (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
}
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lllinois Department Page 2 of 2
of Transportation ROCK CORE LOG
Qn st Date _12e27/10_
Municipal Street 6380
ROUTE {(4th St. DESCRIPTION 4th Street over Unnamed Creek LOGGED BY [2]24
SECTION 89-00027-00-BR LOCATION _, SEC.21, TWP. 85, RNG. 7E 3“ PM,
Latitude , Longitude
COUNTY Saline CORING METHOD _ Rotary, Surf Set Diamond Bit '; R CORE ?
NX-2, conv, c . T R
STRUCT. NO. 083-6008 CORING BARREL TYPE & SIZE _dbl,bbl, solid in. ple¢ o Q I E
Station 9+03.00 . eElol| v M N
Core Diameter .2 in plrR|E|D E i
BORING NO. AN Top of Rock Elev. 359.44 ft TlE H ¢
Station 8+83.43 Begin Core Elev. 347.94 ft M v ;
Offset 319ftRT X
Ground Surface Elev,___381.94 _ ft (F)] @) | (%) | (%) [(minift) (tsf)
Weathered, Light Gray to Gray, Fine Grained, LIMESTONE 34794 | 01| 92 ¢ 52 3
35
e e e e e 342,94
End of Boring B
40
e
&)
Color pictures of the cores No
Cores will be stored for i until
The ™ gth" column repi the uni p gth of the core sample (ASTM D-2938)

BBS, form 138 (Rev. 8-99)

(Sheet 1 of 2)

- USER NAME - DESIGNED - RPW REVISED SOIL BORING LOGS RiE SECTION county |d s | N6,
LIN ENGINEERING,LTD. ["¢1 g nave - CHECKED -  LMS REVISED STATE OF ILLINOIS 332 (29,30)R-1 SALINE 745 | 464
Consulting Engineers PLOT SCALE - DRAWN - AF REVISED DEPARTNMENT OF TRANSPORTATION STRUCTURE NO. 083-6008 CONTRACT NO. 78077

Springfield, llinols PLOT DATE = CHECKED - LMS REVISED SHEET NO. 16 OF 17 SHEETS [ILLINOIS[FED. AID PROJECT




